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AMENDMENT NO. 4 JULY 2019 
TO 

IS 1786 : 2008 HIGH STRENGTH DEFORMED  
STEEL BARS AND WIRES FOR CONCRETE 

REINFORCEMENT — SPECIFICATION 
 

(Fourth Revision) 
 

  [Foreword, para 8, Sl No. (i) (see also Amendment No. 1)] ― Substitute 
the  following for the existing: 

 
Sl No. Title IS No. ISO No. 

i) Metallic materials — Tensile testing: Method of test 
at room temperature  

1608 (Part 1) 6892-1 

 
(Page 1, clause 2) ― Substitute the existing entries for IS 1599, IS 1608,  

IS 2062, IS 2770 (Part 1) and IS 9417 by the following: 
 

IS No. Title 
 

1599 : 2012 Metallic materials ― Bend test (third revision) 
 

1608 (Part 1) : 2018/ 
ISO 6892-1 : 2016 

Metallic materials — Tensile testing: Part 1 Method 
of test at room temperature (fourth revision) 
 

2062 : 2011 Hot rolled medium and high tensile structural steel ― 
Specification (seventh revision)  
 

2770 (Part 1) : 1967 Methods of testing bond in reinforced concrete:  
Part 1 Pull-out test 
 

9417 : 2018 Welding of high strength steel bars for reinforced 
concrete construction ― Recommendations (second 
revision) 
 

 
  [Page 1, clause 2 (see also Amendment No. 3)] ― Delete the entry for  
IS 11587. 
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Amendment No. 4 to IS 1786 : 2008 
 
  (Page 7, clause 9.2, line 4) ― Substitute ‘IS 1608 (Part 1)’ for ‘IS 1608’. 

 
  (Page 7, clause 9.2.1, last line) ―  Substitute ‘IS 1608 (Part 1)’ for  
‘IS 1608’. 

 
[Page 7, clause 9.3, line 2 (see also Amendment No. 1)] ― Delete 

‘maximum’ before the word ‘mandrel’. 
 
[Page 7, clause 9.3, Table 4 (see also Amendment Nos. 1 and 3)] ― Delete 

‘Maximum’ from the title. 
 

  [Page 7, clause 9.3, Table 4 (see also Amendment Nos. 1 and 3)] ― Delete 
‘Minimum’ from the heading of the columns (3) to (13). 

 
  [Page 7, clause 9.4.1, informal table (see also Amendment Nos. 1  
and 3)] ― Delete ‘Minimum’ from the headings of the columns (3) to (8). 
 
  (Page 9, clauses 13.4 and 13.4.1) — Substitute the following for the 
existing clause: 

 
‘13.4  BIS Certification Marking 
 
The bundle containing the bars/wires conforming to the requirements of this 
standard may be certified as per the conformity assessment schemes under the 
provisions of the Bureau of Indian Standards Act, 2016 and the Rules and 
Regulations framed thereunder, and the bundle containing the bars/wires may 
be marked with the Standard Mark.’ 

 
 
 
 
 
 
 
 
 
 
 
(CED 54) 
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