
केन्द मुहर विभाग –2
संदभ्- : केमूि्-2/16:513 (Part 2) 14 03 2024

विषद: संशोधन संख् 01 से आईएस 513 (Part 2):2016 के क्र य्ारन के लिए लिश्लनि्श

दह उपरोक विषद के संदभ् मे है।

सकम अविकार् दारा अनुमोवदत वदशावनद्श अनुपालन हेतु संलग है।

सभ् केष्द/शाखा कादा्लदों से अनोरोि है क् वदशावनद्शों का तताल पभाि से अनुपालन सुवनव्त
करे।

लशवम आहू्
वैज्लनक सी

पमुख (केमूि् 2)
सभ् केष्द/शाखा कादा्लद/पदोगशालाला /MTD/LRMD

CENTRAL MARKS DEPARTMENT-2

Our Ref: CMD-2/16:513 14 03 2024

Subject: Guidelines for implementation of Amendment No.01 to IS 513(Part
2):2016

This has reference to the subject mentioned above.

The Competent Authority has approved the enclosed Guidelines for implementation.

All ROs/BOs are requested to ensure the implementation of the above Guidelines with
immediate effect.

(Shivam Ahuja)
Scientist C

Head (CMD-2)

All ROs/BOs/Labs/MTD/LRMD



CENTRAL MARKS DEPARTMENT-2

Our Ref:CMD-2/16:513 (Part 2) Date: 14.03.2024

Subject: Guidelines for implementation of Amendment no. 1 to IS 513 (Part 2) –
(Cold Reduced Carbon Steel Sheet and Strip Part 1 High Tensile and Multi Phase
Steel)

1. Amendment no. 1 to IS 513 (Part 2):2016 has been published. The amendment shall
be implemented latest by 30th June 2024.

2.The significant changes in the standard through this amendment as listed in the Table
are given for the purpose of general guidance. BOs shall ensure that the product
conforms to all the requirements, as applicable, as per the amendment.

3. Earlier, cl.7.1.1. (Tensile Test) stated that “Tensile Test shall be carried out only if
specified by purchaser”.However, it was meant to be mandatory requirement. This
ambiguity has been removed through this amendment. Further, Gauge Length has been
replaced by the specimen Types specified as per IS 1608 (Part 1):2018. These
amended requirements do not call for any evidence of conformity to be submitted by the
licensees.

Clause Change
7.1.1 Tensile Test Earlier it was stated that the Tensile Test shall be carried out

only, if specified by purchaser. The clause has been modified to

state that that the Tensile Test shall be carried out as given in

7,1.2 to 7.1.4.

Sub-heading, Table 4A,

Mechanical Properties at

Room Temperature in as

Delivered Condition

“Type-3 specimen as per IS 1608 (Part 1)”has been replaced in

place of “Gauge Length - 50 mm”

Sub-heading, Table 4B,

Mechanical Properties at

Room Temperature in as

Delivered Condition

“Type-2 specimen as per IS 1608 (Part 1)” has been replaced in

place of Gauge Length-80 mm



4. In view of above, all BOs are requested to circulate this amendment among all
licensees/applicants under their jurisdiction for information within a week of
issuance of these guidelines.

5. The above guidelines shall come into force with immediate effect.

Shivam Ahuja

Sc.C.(CMD-2)

Head (CMD-2)

DDG (Certification)


