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Oil pressure stove is a type of stove that uses pressurized oil to create heat for 
cooking or heating purposes. These stoves are commonly found in areas where liquid 
fuel is more readily available than gas or electricity. The oil is pressurized, usually 
with a pump, breaking up the oil into tiny droplets when it is released into the burner. 
This creates a more even and consistent flame, allowing the stove to burn the fuel 
more efficiently and with less residue. 

Oil pressure stoves are typically used in places with limited access to gas or electricity, 
such as in rural areas or for camping. They are known for their durability and ability to 
function in extreme conditions, which makes them popular for outdoor and emergency 
use. 

While choosing an oil pressure stove, one may look for a stove which is easy to handle, 
offers decent thermal efficiency and is able to withstand pressure during operation. 

Indian Standard  IS 1342 : 2019 ‘Oil Pressure Stoves — Specification’, developed by 
the Bureau of Indian Standards (BIS), covers the requirements and tests for oil 
pressure stoves intended for domestic and commercial use, burning pressurized 
kerosene oil under a normal working pressure of 100 kN/m2 to 200 kN/m2 (1 kgf/ cm2 
to 2 kgf/cm2).  
 

Conformity to this standard ensures that all construction and operational requirements 
are adhered to and meet consumer’s expectations, such as optimum materials 
employed, ability to withstand the pressure during operation, fine finish, efficient 
combustion, safety, etc. 

So next time while choosing an oil pressure stove, make sure to look for BIS standard 
mark to get the necessary assurance for the product throughout its lifecycle. 


